Date (start, end):  2/8/05 - 2/8/05 Boring No. |Boring Location: See Site Plan

Drilling Time (start, end) 09:15 - 15:40 B-121

Logged By:  Stephen Kniittel See Unified Soil Classification System (USCS)

Checked By: for Legend and information not noted.

Drilling Contractor: Clear Heart Drilling, Inc. MW Installed: Y[ NIXI if no, boring backfilled with:
Driller's Name:_Javier Baroza Cement [] Bentonite: CementXI  Grout[ ] Chips[]

Drilling Method: 7-in Hollow-Stem Auger

SCS-SANTA ROSA BORING LOG 01203317.00.GPJ SCS-SANTA ROSA.GDT 04/06/05

Sampling Method: CMSS Auger Depth, ft: 30.0 Total Depth, ft: 35.0
Hammer weight / fall: 140 Ibs / 30 inch Temp. Screen (interval / dia. / slot): 0-5ft./2in./0.02 in.
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133.7 SILTY SAND (SM): dark brown, very fine to fine
grained sand, moist to wet.
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SAND with Silt (SP-SM): light brown mottled with
yellowish brown, very fine to fine grained sand, trace fine
gravel, moist to wet.
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SILTY SAND (SM): light brown with light greenish gray,
| fine to medium grained sand, wet.
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SAND with Silt (SP-SM): light greenish gray, fine
grained sand, wet.
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Harder drilling at 17.0'.
M7.07 7= " ORGANIC SILT (OL): brownish black, moist, fissi,
- — clayey.
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11.07 " SAND with Clay (CL): olive brown, very fne to fine
grained sand, wet.
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g 26 grained sand, moist to wet.
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CLAYEY SAND (CL): light greenish gray, very fine to
fine grained sand, very dense, moist to wet, (weathered
bedrock?).
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TOTAL DEPTH = 35.0 FEET
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